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FIXED HEIGHT
FENCE POST

FENCE ASSY 
HEIGHT  

 A/SP  
 “A”  “B” 

 “C” 
1755.0  APF042  3400.0 3346.0 450.0 
2005.0  APF043 3400.0 3346.0 750.0 

a

b

e

d

c

14.2mm DIA
2 HOLES

ENLARGED TO SHOW
LAY OUT FOR TUBE
& HOLES

M8 x 1.25 TAP
1 HOLE - 4 PLACES

39.6 38.1

15.0
TYP

15.0
TYP

25.0

"C"

"D"

"B""A"

"E"

100.0

"F"

100.0

 “D” 
200.0 
350.0 

 “E” 
305.0 
305.0 

 “F” 
1020.0 
1320.0 

BRACKET WELDED CONSTRUCTION
1 ~ BRACKET ~ PAINTED
(a) 1 REQ’D  ~  HRS                 3/8” X 5” X 130mm
(b) 1 REQ’D  ~  SQ TUBE         2” X 2” X 3/16” w/t X “B”mm LG.
(c) 1 REQ’D  ~  ACT002            X “C”mm LG.
(d) 1 REQ’D  ~  ACT001            X 610mm LG.
(e) 1 REQ’D  ~  SHT METAL     12 Gau X 22mm X 41mm

METRIC DIMENSIONAL TOLERANCES UNLESS OTHERWISE SPECIFIED:
   1 PLACE MACHINING ±0.3
   1 PLACE FABRICATION ±1.5
   2 PLACE  ±0.08 BETWEEN MACHINED SURFACES
                    ±0.13 TO SCREW HOLES


