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This set of standards is a companion to the NAAMS Global Standard Components –
Stamping. The products described herein are applicable to, or components of, body assembly
tools designed and built for the North American automotive companies, i.e. Chrysler LLC,
Ford Motor Company and General Motors Company and their supplier/support companies.
The standards have been developed to establish metric measurements for envelope dimensions
and operational characteristics for the various components specified for assembly tools used by
the North American automotive companies.
Dimensions and other parameters are normally given in hard metric dimensions versus soft
conversion of U.S. customary dimensions to metric. There are two exceptions, for which inch
dimensions are still used:

1. Construction and flat steel stock. This material specified may be either in inch or metric 
dimensions due to commercial considerations.

2. Components with features that receive fasteners such as screws and dowels.
Components with full metric specifications are the standard. Optional components are
listed with identical dimensions except that inch units are applied to the fastening features.
The optional components are distinguished by different NAAMS Code numbers.

The participating Project Teams were responsible for determining the dimensions and
characteristics for each component and for organizing the standards in their final form.  The only
exception is Section F, Fasteners, which was developed jointly with the NAAMS Stamping
Project Team.  Items within this standard reflect a balanced representation of the various designers,
manufacturers and users of the products.  All agreements and concessions made by the individual
participants were for the general good of the standardization process.

Approval and control for these standards, and authority to add, delete, modify, etc., currently rests 
with the United States Council for Automotive Research.  All communication related to the 
participating Project Team, or standards, should be made through the NAAMS Project Manager, 
Telephone (248) 860-2717, or email: nickjcoccia@aol.com.
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