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@52 STEEL ROLLER 0340001J
OPTIONAL MOUNTINGS ARE AVAILABLE,
POCKETED OR KEYED WITH DOWEL DRILL & C'BORE
FOR LOCATION 12 DEEP BOTH ENDS
FOR M12 SHCS (2) HOLES
W
CAM ﬂ — CAM

DRIVER

10 mm x 75 KEY FOR DIE
CONSTRUCTION SETUP

10 mm x 75 KEY FOR DIE
CONSTRUCTION SETUP

M12 x 50 4 CAM ROLLER\#A
DIN912 MOUNTED TO
a: CAM SLIDE

CAM ROLLER >
MOUNTED TO \é MI12x50 — | =
CAM SLIDE =N DIN 912 = -

EXAMPLE WITH HORIZONTAL MOUNT ROLLER EXAMPLE WITH VERTICAL MOUNT ROLLER
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NAAMS CAM WORK

CODE ANGLE © w X Y L1+0.1 R1+0.1
C330005 5 42.5° 12.87 | 33.10 50.67 75
C330010 10 45.0° 14.35 | 34.65 53.03 75
C330015 15 47.5° 15.89 | 36.13 55.29 75
C330020 20 50.0° 13.93 | 29.87 49.79 65
C330025 25 52.5° 15.25 | 30.94 51.57 65
C330030 30 55.0° 1450 | 27.85 49.15 60
C330035 35 57.5° 15.73 | 28.68 50.60 60
C330040 40 60.0° 1450 | 25.11 47.63 55
C330045 45 62.5° 15.61 25.72 48.79 55
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