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  D1 Dia. 6 8 10 12 16 20 25
C 2.1 2.6 3 3.8 4.6 6 6

D2 MAX. M4 X 0.7 M5 x 0.8 M6 x 1 M6 x 1 M8 x 1.25 M10 x 1.5 M16 x 2
B 6 8 10 12 16 18 24
D3 4.3 5.3 6.4 6.4 8.4 10.5 17
A 1 1.2 1.2 1.2 1.5 1.5 2

T MIN. 10 12 16 20 25 28 35
16 X
20 X X
24 X X X
28 X X X X
32 X X X X X
40 X X X X X X
50 X X X X X X X
60 X X X X X X X
70 X X X X X X
80 X X X X X X

XXXXX09
XXXXX001
XXXX021

NOTES & SPECIFICATIONS:
Material, case hardened alloy steel – shear strength: 825 MPa (120ksi)
ANSI B18.8.5M
Precision ground
Provide for air release (e.g., machine a flat, spiral, etc.)
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NOM. SIZE,
AND

LENGTH
F910616B      F910616 6x16
F910620B      F910620 6x20
F910624B      F910624 6x24
F910628B      F910628 6x28
F910632B      F910632 6x32
F910640B      F910640 6x40
F910650B      F910650 6x50
F910660B      F910660 6x60
F910820B      F910820 8x20
F910824B      F910824 8x24
F910828B      F910828 8x28
F910832B      F910832 8x32
F910840B      F910840 8x40
F910850B      F910850 8x50
F910860B      F910860 8x60
F910870B      F910870 8x70
F910880B      F910880 8x80
F911024B      F911024 10x24
F911028B      F911028 10x28
F911032B      F911032 10x32
F911040B      F911040 10x40
F911050B      F911050 10x50
F911060B      F911060 10x60
F911070B      F911070 10x70
F911080B      F911080 10x80
F911090B      F911090 10x90
F911010B      F911010 10x100
F911228B      F911228 12x28
F911232B      F911232 12x32
F911240B      F911240 12x40
F911250B      F911250 12x50

F911260B      F911260 12x60
F911270B      F911270 12x70
F911280B      F911280 12x80
F911290B      F911290 12x90
F911210B      F911210 12x100
F911212B      F911212 12x120
F911632B      F911632 16x32
F911640B      F911640 16x40
F911650B      F911650 16x50
F911660B      F911660 16x60
F911670B      F911670 16x70
F911680B      F911680 16x80
F911690B      F911690 16x90
F911610B      F911610 16x100
F911612B      F911612 16x120
F912040B      F912040 20x40
F912050B      F912050 20x50
F912060B      F912060 20x60
F912070B      F912070 20x70
F912080B      F912080 20x80
F912090B      F912090 20x90
F912010B      F912010 20x100
F912012B      F912012 20x120
F912550B      F912550 25x50
F912560B      F912560 25x60
F912570B      F912570 25x70
F912580B      F912580 25x80
F912590B      F912590 25x90
F912510B      F912510 25x100
F912512B      F912512 25x120
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LOCK
WASHER

(F63 SERIES)  09/10/96

NOTES & SPECIFICATIONS:

Material, Carbon Steel
Hardness, Rc 45-51

NAAMS NOMINAL
CODE WASHER A B C

SIZE

F630509 5 5.1 9.2 1.2

F630611 6 6.1 11.8 1.6

F630814 8 8.2 14.8 2.0

F631018 10 10.2 18.1 2.2

F631221 12 12.2 21.1 2.5

F631627 16 16.2 27.4 3.5

F632033 20 20.2 33.6 4.0

F632440 24 24.5 40.0 5.0
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