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M-1

Stamping

TM

PAGE DATE SERIES DESCRIPTION

M-1  08/01/11  Miscellaneous Index

M-2  04/16/96 M01 Tooling Ball

M-3  04/16/96 M02 Scrap Chute Hook and Retainer Bracket

M-4  01/03/95 M03 Scrap Chute Chain Hooks

M-5  01/03/95 M04, M05 & M15 Scrap Chute Retainer Brackets

M-6  01/03/95 M06 & M16 Scrap Chute Storage/Hinge Brackets

M-7 01/03/95 M07 Scrap Chute Hinge & Pins

M-8 12/15/00 M08 & M09 Rectangular Key

M-9 12/15/00 M10 Stop Blocks

M-10 08/23/06 Discontinued               Flange Stripper with Coil Spring

M-11 12/15/00 M12 Flange Stripper with Gas Spring

M-12 08/23/06 Discontinued               Flange Stripper Assembly

M-13 12/15/00 M13 Flange Stripper Asm - Locating Cone Unit

M-14 08/23/06 Discontinued               Flange Stripper Asm - Guide Shaft

M-15 08/23/06 Discontinued               Flange Stripper Asm - Bushing Block

M-16 08/23/06 Discontinued               Flange Stripper Asm - Retainer & Guide Block

M-17 10/19/01 M17 Stock Crowder

M-18 08/01/11 Discontinued Blank Support

M-19 10/07/05 M190001 Scrap Flipper

MISCELLANEOUS
INDEX
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M-20 08/23/06 M200001 Scrap Chute Bracket
M-21 06/07/07 M210075 - 210150      18 MM Blank Sensor (M21 Series)
M-22 09/16/08 M22 SERIES       Flange Stipper Air Activated

M-23 10/20/10 M23 Lift Rail Assembly

M-24 10/20/10 M23 Lift Rail Cable Stud & Mounting Plate

M-25 10/20/10 M23 Lift Rail Cable Stud Mounting Bracket &
Bumper Plate

M-26 10/20/10 M23 Lift Rail Shock Absorber

M-27 08/01/11 M27 Blank Support
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FLANGE STRIPPER WITH
COIL SPRING

(M11 SERIES)
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O11 HOLE
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SIGHT CHECK FOR
MAXIMUM STROKE

13

60 TRAVEL 150

IDENTIFICATION

AIR VENT

NAAMS CODE

MII0000

32

18

215

100

76
38

±0.2

IDENTIFICATION:
EACH PART MUST BE PERMANENTLY MARKED WITH THE FULL ORDERING NUMBER
AND MANUFACTURER’S BRAND.
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100
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50
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O45
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900N

51
TRAVEL

FREE LENGTH
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30 PRELOAD
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08/23/06
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Stamping
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FLANGE STRIPPER ASSEMBLY

(M13 SERIES)

A

NAAMS CODE

MI30000

30

O12

15

20

65

32

32
60

60

120

60

75

110

+0.00
–0.05

FOR M10 SOC. HD. SCR.
(4) HOLES

FLANGE STRIPPER ASSEMBLY
CONSISTS OF:
A LOCATING CONE UNIT M130010
B GUIDE SHAFT M130020
C BUSHING BLOCK M130030
D RETAINER AND GUIDE BLOCK M130040
E BUSHING G615071
• SEE FOLLOWING PAGES FOR DETAILS

1290
A

80

30

96
48

35
60

12.5

FOR M12 SOC.
HD. SCR.
(2) HOLES

A

O12
(2) HOLES

55

25 30

B

TRAVEL
+

5mm
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SECTION A–A
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G6

A
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08/23/06
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M – 14

Stamping

TM

FLANGE STRIPPER ASSEMBLY
GUIDE SHAFT

(M13 SERIES)

FLAME HARDEN BOTTOM
RC 56-60

45

M12 x 25 DEEP

MATERIAL:  STEEL

30

B

A

Ø30h6

5

XXXXXXXX

Ø50g6

NAAMS CODE

MI30020

A  AND B DIMENSIONS
TO BE SPECIFIED AT
TIME OF PURCHASE

08/23/06
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M – 15

Stamping

TM

FLANGE STRIPPER ASSEMBLY
BUSHING BLOCK

(M13 SERIES)

DRILL & C'BORE FOR
M12 SOC. HD. SCR.
(2) HOLES

Ø63

120

60

25

75
60

110

10

+0.00
–0.05

60
30

H7

60
35

12

95 12

FOR 12mm DOWEL
(2) HOLES

M10 X 25 DEEP
(2) PLACES

NAAMS CODE

MI30030

MATERIAL:  STEEL

08/23/06
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M – 16
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FLANGE STRIPPER ASSEMBLY
RETAINER AND GUIDE BLOCK

08/23/06(M13 SERIES)

20

20
30

40

80

DRILL AND C'BORE FOR
M10 SOC. HD. SCR.
(2) PLACES R 38

40 10

18

30

15.5

18

NAAMS CODE

MI30040

RETAINER & GUIDE BLOCK
MATERIAL:  STEEL
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This document is Uncontrolled when printed.
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BLANK SUPPORT
(M18 Series)

76

15

SPACER
TO  SUIT

20

FOR M12mm SOCKET
HEAD CAP SCREW

15

76

38

A

B

25

30

82
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25

10°
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CODE A

M181205
M182511
M183817
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50
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B
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Stamping
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18MM BLANK
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SENSOR (M21 SERIES)

NAAMS
C ODE

DIM
“ A”

FASTENERS
M10 x 30 S OC K E T HE AD C AP S C R E W S  F011012
M10 S AE LOC K WAS HE R S
M10 S AE F LAT WAS HE R S

2
2
2

30

40

R 12

DIM. “ A”

10

8

10 25 10

60
C E NT.

80

R 5.5

R 5.5

40
C E NT 10

C E NT.

40

85

M210075
M210100
M210150

75
100
150

37o

TYP

TYP

3550

Ø 18mm SENSOR
NOT SUPPLIED
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FLANGE STRIPPER
AIR ACTIVATED

(M22 SERIES)
 

09/16/08
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AIR CYLINDER

(4) PLACES
Ø11 THRU

(4) PLACES
M12 TAP

(2) PLACES
FOR Ø12 DOWEL

L

M220807
M221009
M221615
M222019

  80
100
160
200

344
364
424
464

STROKE
CYLINDERNAAMS

CODE

  70
  90
150
190

TRAVEL
LIFTER

40 70

140

L

Ø30

Ø49

16

10
74

 STROKE
CYLINDER

110 +

25 100

140

20

60

10

65

130
150

40
80

100

TRAVEL
LIFTER

A

B



LIFT RAIL
(REF. ONLY)

CASTLE NUT

CABLE STUD
MOUNTING

BRACKET

MOUNTING
PLATE

COTTER PIN

BUMPER PLATE

CABLE STUD

JAM NUT

SHOCK ABSORBER
(ORDER SEPARATELY)
(SEE PAGE M-26)A

B

G

C

D

E

F

NAAMS CODE
M230001 - WITH

UNCOATED FASTENERS
M230002 - WITH

COATED FASTENERS
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LIFT RAIL ASSEMBLY
(M23 SERIES)

M-23

Stamping           10/20/10

TM

 
DET. 

 
QUAN. 

 
NAME 

NAAMS CODE/ 
SPECIFICATION 

PAGE 
REF. 

A 2 CABLE STUD M230010 M-24 
B 1 BUMPER PLATE M230011 M-25 
C 1 MOUNTING PLATE M230012 M-24 
D 1 CABLE STUD MOUNTING BRACKET M230013 M-25 
E 4 CASTLE NUT F922430 (UNCOATED) 

F922430B (COATED) 
--- 

F 4 JAM NUT F472243 (UNCOATED) 
F472243B (COATED) 

F-17 

G 4 COTTER PIN F9305050 --- 
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LIFTER RAIL CABLE STUD
& MOUNTING PLATE

NAAMS CODE M230010

M-24

Stamping           10/20/10

TM

NAAMS CODE M230012

Ø 

Ø 








